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State of the art wind turbine.
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Start With Light Breeze；
Generate With Gentle Breeze.
KEYWORDS OF ADVANTAGE：
Tiny Friction,Small Starting Momentum, Low Staring Wind Speed, Cut-in Wind Has a Low Speed. High Rotation Speed And High Generating Capacity
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(Product Parameter)
FD1.5-0.30/10C 

	Starting Wind Speed(m/s)
	1.8m/s

	Cut-in Wind Speed(m/s)
	2.5m/s

	Rated Wind Speed(m/s)
	10m/s

	Safe Wind Speed(m/s)
	50m/s

	Rated DC Output
	12V/(24V/36V/48V)

	Rated AC Output
	380V/220V/110V
50Hz/55Hz/60Hz

	Over-speed Protection
	Electro-magnetic Torque Control

	Engine
	Brushless NdFeB Permanent-Magnet Engine

	Bearing
	Full Permanent Magnetic Suspension

	Transmission Mode
	Direct Drive

	RPM
	900

	Cp
	0.42


Color  White/Silver/Gray

Net Weight: 20 KG

Gross Weight: 23 KG

Blades Material Reinforced Nylon
Rotor Diameter: 1.38 m

Length of Blade: 575 mm

Length of Body: 1220 mm

Height of Tower(m) 8m-12m
Output Power        
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Monthly Energy Output
[image: image3.png]



[image: image14.jpg]



[image: image15.jpg]



[image: image16.jpg]



(Product Parameter)
FD1.5-0.35/12 

	Starting Wind Speed(m/s)
	2.0m/s

	Cut-in Wind Speed(m/s)
	2.8m/s

	Rated Wind Speed(m/s)
	12m/s

	Safe Wind Speed(m/s)
	50m/s

	Rated DC Output
	12V/(24V/36V/48V)

	Rated AC Output
	380V/220V/110V

50Hz/55Hz/60Hz

	
	

	Engine
	Brushless NdFeB Permanent-Magnet Engine

	Bearing
	Menchanical Bearing

	Transmission Mode
	Direct Drive

	RPM
	960

	Cp
	0.4


Color  White

Net Weight: 17 KG

Gross Weight: 21 KG

Blades Material: Reinforced Nylon

Rotor Diameter: 1.5 m

Length of Blade: 635 mm
Length of Body: 1190 mm

Height of Tower(m): 8m-12m

Output Power        Monthly Energy Output
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 (Product Parameter)

FD1.2-0.4/12 

	Starting Wind Speed(m/s)
	3.0m/s

	Cut-in Wind Speed(m/s)
	3.0m/s

	Rated Wind Speed(m/s)
	12.5m/s

	Safe Wind Speed(m/s)
	50m/s

	Rated DC Output
	24V (12V)

	Rated AC Output
	380V/220V/110V

50Hz/55Hz/60Hz

	Over-speed Protection
	Electro-magnetic Torque Control

	Engine
	Brushless NdFeB Permanent-Magnet Engine

	Bearing
	Menchanical Bearing

	Transmission Mode
	Direct Drive

	RPM
	1800

	Cp
	0.38


Color  White/Silver/Gray

Net Weight: 6KG

Gross Weight: 7KG

Blades Material: Reinforced Nylon

Rotor Diameter: 1.2m

Length of Blade: 580mm

Length of Body: 700mm

Height of Tower(m) About: 3m
Output Power                        Monthly Energy Output
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1KW
1000W New-type Horizontal Wind Power Generator
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（Output Power）                  （Monthly Energy Output）
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Color  White

Net Weight of mainframe：28 KG

Gross Weight of mainframe：：31 KG

Net Weight of fitting: 29 KG
Gross Weight of fitting:33 KG
Blades Material：Reinforced Polypropylene
Rotor Diameter: 2.7 m

Length of Blade: 1175 mm

Length of Body: 2300 mm

Height of Tower(m) 8m-12m

 (Product Parameter)

FD2.7-1.0/12

	Starting Wind Speed(m/s)
	3.0m/s

	Cut-in Wind Speed(m/s)
	3.0m/s

	Rated Wind Speed(m/s)
	11.5m/s

	Safe Wind Speed(m/s)
	50m/s

	Rated DC Output
	12V/(24V/36V/48V)

	Rated AC Output
	48V/24V

48V(Standerd)/24V(Others)

	Over-speed Protection
	Electro-magnetic Torque Control/Passive Side Furling

	Engine
	Brushless NdFeB Permanent-Magnet Engine

	Bearing
	Mechanical Bearing

	Transmission Mode
	Direct Drive

	RPM
	600

	Cp
	0.4





300W


300W Full Permanent Magnetic Suspension Horizontal Wind Driven Generator











350W New-type Horizontal Wind Driven Generator











400W Wind Turbine Generator
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